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Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
GENERAL PROVISIONS:
1.1. 	The color tones, weave and fabric characteristics, and work quality of the delivered products must be exactly the same as the sample submitted in the tender. A fabric color chart containing Pantone colors suitable for the production of the product (with characteristics that ensure easy identification in the field) will be submitted in the tender, and the selection will be made by the Administration from this chart; a sample of the finished product will be requested if necessary.
1.2. The clothes will be sorted according to their sizes and delivered accordingly to the General Directorate of Social Assistance, FRIT Coordination Unit.
1.3. 	Regarding the personnel who will receive the uniforms; title, name, surname and size information will be provided to the contractor by the Administrations in a detailed table. The contractor shall deliver the uniforms within a maximum of 45 (forty-five) days after receiving written notification.
1.4. 	Corporate logos to be printed on the clothing will be printed, sewn, or, as requested by the Administration, will be removable (Velcro) free of charge by the contractor. Logos and emblems will be resistant to frequent washing.
1.5. 	Prohibited azo dyes, allergenic dyes, and carcinogenic dyes must absolutely not be used in clothing.
1.6. 	Garments with color variations, stitching errors, or manufacturing defects will be replaced free of charge with new, flawless products.
1.7. 	Clothing items will have size numbers printed in the appropriate sections.
1.8.	 The contractor will provide one sample of each size of the approved product to account for any potential size differences. The required sizes will be fully communicated to the contractor during the contract signing, based on these sample products. The final products delivered must match the sample sizes. The final products should have a maximum difference of 5% from the measurements of the sample products. If the measurement value exceeds this percentage, the products shall be returned to the contractor and exchanged for products of the appropriate size.
1.9. For straight seams, the minimum stitch density will be 30-35 stitches per 10 cm of length.
1.10. 	Synthetic sewing threads (preferably polyester or polyamide ) conforming to TSE or international standards will be used in the sewing of garments.
1.11. 	The color of the threads will correspond to the specifications and descriptions in the sewing characteristics.
LOGOS AND EMBLEMS
Below are the logos whose images are shared.
2.1. The logo No. 1 shall be attached with Velcro as a knitted stitch on the upper left sleeve/shoulder of the jacket.
2.2. The logo No. 2 shall be attached with Velcro as a knitted stitch on the front left chest area of the jacket.
2.3. The employee name tag will be made using knitted stitching on the front right chest area of the jacket and will be attached using Velcro .
2.4. The Turkish flag will again be used in the areas shown in the attached images, and the proportions of the crescent and star on the flag will be in accordance with the Turkish Flag Law No. 2893.
2.5. The final versions of the logos and emblems used on the clothing will be approved by the Administration before mass production begins.
2.6. Mass production will begin after obtaining approval from the
[bookmark: _GoBack] Administration for the logo and lettering designs to be used on all garments.
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Logo No: 1
Logo No: 2


SPECIFICATIONS OF REFLECTIVE MATERIAL:
4.1.	Clothing silver-colored plain reflective material and reflective printing will be used. Reflective strips and lettering will be printed using transfer printing.
4.2.	Use of Reflective Material: reflective strips and lettering shall be in the dimensions and shapes specified in the annex to the specifications. The lettering and logos on the back of the vests shall be transfer printed.
4.3.	All reflectors will be single piece according to the place they are applied on.
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	1
	JACKET
	
	
	

	1.1
	The outer jacket fabric will be technologically advanced in that it should be waterproof, windproof, and breathable, allowing heat and moisture to escape. Thermal reflective technology will be used in the outer layer. The jacket seams will have watertight technology. The color should not fade. It should not cause sweating and should be suitable for seasonal use.
	 
	
	

	1.2
	Inner Jacket: it will be made of 100% Polyester Micro Fleece material and will be integrated into the outer jacket with a zipper (zip -in and snap mechanism). If desired, it can be separated and worn as just the inner fleece, just the outer windbreaker, or combined as a jacket, either separately or together.
	 
	
	

	1.3
	Due to possible variations in patterns, sizes will be given based on sample products, and the size change after washing should not exceed 3%.

	
	
	

	1.4
	The outer fabric weight per square meter of the jacket should be at least 200 g/m² and at most 350 g/m².
	
	
	

	1.5
	Zippers must be waterproof
	
	
	

	1.6
	There must be at least one zippered chest pocket, two side pockets, and a concealed pocket. The depth of the side pockets must be at least 16 cm
	
	
	

	1.7
	The stand-up collar should close with a zipper. The jacket should have an adjustable hood with a drawstring, which can be removed and reattached as needed
	
	
	

	1.8
	The front left breast pocket must have logo number 5 (Unit Logo), the right breast pocket must have logo number 2, and below it, a name tag with the dimensions shown in the attached images. The left sleeve must have logo number 1. A logo must be included.
	
	
	

	1.9
	The pocket linings of the jacket should be tear-resistant and the seams should be durable against unraveling
	
	
	

	1.10
	It must be made of reinforced single-layer fabric with windproof and waterproof properties, capable of releasing moisture and vapor caused by high temperatures, and have a hood
	
	
	

	1.11
	It must possess advanced technical fabric properties such as 10,000 mm (Waterproof) and 10,000 mm ( Breathable ).
	
	
	

	1.12
	It must have a removable and separately usable inner fleece lining. The fleece lining must have side pockets at least 10 cm deep on each side
	
	
	

	1.13
	The jacket cuffs should also be adjustable with a drawstring, Velcro, or snap fastener system.
	
	
	

	1.14
	The hem of the jacket should also be adjustable with a drawstring.
	
	
	

	1.15
	The text, emblems, and logos to be used will be discussed with the contractor by the Administration, and visual examples will be provided. These will be applied in the size and/or shape deemed appropriate by the Administration, and in the location it deems suitable. The logo/name prints on the jacket, located on the right chest, left chest, and left sleeve, shall all be prepared using the knitted label method and shall be attachable/removable to the jacket with Velcro.
1. The logo includes the project logo and name (8cm x 8cm on the chest).
1. The logo includes the person's initial and last name (2.5cm x 10cm on the chest).
1. The logo consists of the Turkish-EU flag. (3cm x 8cm on the sleeve/shoulder)

	
	
	

	2
	SHORT-SLEEVE POLO COLLAR T-SHIRT
	
	
	

	2.1
	The product must be manufactured from tightly woven Lacoste pique/single-needle pique fabric made from mercerized cotton or polyester/cotton blend yarn. A fabric color chart showing the main colors in which the product can be manufactured will be submitted with the tender, and the selection will be made by the Administration from the relevant chart; a sample of the finished product will be requested if necessary.
	
	
	

	2.2
	The fabric should be breathable and wick away sweat
	
	
	

	2.3
	The collar section will be foldable and will open and close with 2 buttons, allowing for easy putting on and taking off from the neck area
	
	
	

	2.4
	It will be manufactured with short sleeves according to Turkish standard sizes
	
	
	

	2.5
	The logo, as specified by management, will be embroidered or attached with Velcro to the left front of the chest
	
	
	

	2.6
	The text, emblems, and logos to be used will be discussed with the contractor by the Administration, and visual examples will be provided. These will be applied in the size and/or shape deemed appropriate by the Administration, and at the location it deems suitable.

	
	
	

	3
	LONG-SLEEVED POLO COLLAR T-SHIRT
	
	
	

	3.1
	The product must be manufactured from tightly woven Lacoste pique / single-needle thick pique fabric made from mercerized cotton or polyester/cotton blend yarn. A fabric color chart showing the main colors in which the product can be manufactured will be submitted in the tender, and the selection will be made by the Administration from the relevant chart; a sample of the finished product shall be requested if necessary.
	
	
	

	3.2
	The fabric should be breathable and wick away sweat.
	
	
	

	3.3
	The collar will be foldable and, as mentioned in the previous section, will be black. It will open and close with two buttons, allowing for easy putting on and taking off from the neck area. 
	
	
	

	3.4
	It will be manufactured with long sleeves according to Turkish standard sizes.
	
	
	

	3.5
	The logo, as specified by management, will be embroidered or attached with Velcro to the left front of the chest
	
	
	

	3.6
	The text, emblems, and logos to be used will be discussed with the contractor by the Administration, and visual examples will be provided. These will be applied in the size and/or shape deemed appropriate by the Administration, and at the location it deems suitable.
	
	
	

	4
	HOODED VEST
	
	
	

	4.1
	The tender will include a fabric color chart containing Pantone colors suitable for the production of the product (with characteristics that will ensure easy visibility in the field), and the Administration shall make the selection from this chart; a sample of the finished product will be requested if necessary
	
	
	

	4.2
	The material shall be made of thin softshell fabric
	
	
	

	4.3
	The color should not fade. It should not cause sweating and should be suitable for seasonal use
	
	
	

	4.4
	Size change after washing should not exceed 3%.
	
	
	

	4.5
	The fabric weight per square meter should be at least 75 g/m² and at most 175 g/m²
	
	
	

	4.6
	Zippers and sleeve openings will be black, while other areas will be a matching color
	
	
	

	4.7
	It must have at least two side pockets. The depth of the side pockets must be at least 16 cm.
	
	
	

	4.8
	The vest will have a detachable hood in the same color as the vest, secured with snap fasteners or a zipper. The hoods will be made from the same fabric as the vest and will be produced in the same size and type as the sample provided by the Administration.
	
	
	

	4.9
	The stand-up collar should close with a zipper
	
	
	

	4.10
	The logo and project name must be located on the front right chest
	
	
	

	4.11
	The Program Logo should be on the yoke of the back bodice, and the logo and project name should be below the yoke
	
	
	

	4.12
	The pocket linings of the vest should be tear-resistant and the seams should be durable against unraveling
	
	
	

	4.13
	The vest pockets must have zippers.
	
	
	

	4.14
	The text, emblems, and logos to be used, along with their dimensions, will be communicated to the contractor
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